
 

MINI-T PIPEBURSTER DATA SHEET
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Dato. Materialer. Antal.

Vægt.

238,05 kg

Alle mål i mm.

Tegn.nr.

PP-04-0000-01

Emne.

Hærdning.

Tolerance.

Svejse materialer.DXF. Fil

Per Hedegaard

No

  0

Overfladebehandling.

                

1213493

98
0

mini-T 

Hydro static pipeburster system
Technical data & specifications



pulling unit power pack steel rods

pulling force 37 metric tons

measurements 58 x 44 x 48 cm. 122 x 50 x 100 cm. Ø45 mm. x 30 cm.

Ø30 mm. x 30 cm.

container: 120 x 50 x 45 cm.

weight 158 kg. 245 kg. Ø45 mm.  2,90 kg.

Ø30 mm.  1,35 kg.

container incl. 120 pc´s  Ø45 
mm. rods: 400 kg.

engine Vanguard Petrol air-cooled
22 bhp. / 16,40 kW.

electrical start
petrol cap. 15 ltr.

hydraulic system 3 cylinders 250 bar / 3625 psi
10 ltr. / min. coq pump  

2500 rpm.
hydraulic oil cap. 40 ltr.

operationel speed up to 1,00 mtr. / min.
max stroke 10 cm.

operationel range Ø50 mm. -  Ø250 mm.
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